Info: 1xFS-WL+ 3xFS-422 to SC-PM4-WL to PC 002

SCHMIDT

control instruments

1XFS-WL + max. 3xFS-422 — Sensor
to SC-PM4-WL to PC
outputs: RS 422, USB, analog and alarm

Continuous output for channel 1 to 4 optional

e.g. FS1-WL WLAN n1A nZA n3A n4A

or12-15V DC

2a A 0l - 0 Bojeue | HD |eubis
Dd A 01 - 0 Bojeue zHD |eubis
Od A 01 - 0 Bojeue ¢HD [eubis

2d A 0l - 0 Bojeue yHD |eubis

SCHMIDT

Cat-5 cable with RJ45 Plug
e.g. EK0711 (3 m long)
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e.g. STP cable 8-leads K50204 AC Adapter
(network cable) with open ends 110 - 240V
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"
‘
e
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Adapter RS 232 to USB
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SCHMIDT Info: 1XxFS-WL+ 31xFS-422 to PC 001

control instruments

1 FS1-WL Sensor and max. 7 FS1-422 to PC

e.g. FS1-WL Sensor

12-15V DC

e.g. FS1-422 Sensor RS 422

Cat-5 cable with RJ45 Plug
e.g. EKO711 (3 m long)

WLAN

Power 240V AC

)
s
—”
WLAN

or LAN-Cable

Software: Tension Inspect 3
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